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CONSTRUCTION DETAILS

A. INSTALL 27 FT. STEEL POLE WITH TWIN 64 FT./50 FT. MAST ARMS.,

SIGNAL HEADS., SIGNS, OPTICOM DETECTOR EYE. 15 FT. STREET LIGHTING

ARM AND 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE (NCTES

1—2 IN.. SCHEDULE 40, 90 DEGREE POLYVINYL CHLORIDE CONDUIT BEND).
B. INSTALL 27 FT. STEEL POLE WITH A 50 FT. MAST ARM, SIGNAL HEADS,

SIGNS, OPTICOM DETECTOR EYE.:15 FT. STREET LIGHTING ARM AND

550 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE (NOTE: 1-2 IN.,

SCHEDULE 40, 90 DEGREE POLYVINYL CHLORIDE CONDUIT BEND ).
C. INSTALL NEMA SIZE "6” BASE-MOUNTED CABINET AND CONTROLLER
WITH ALL NECESSARY EQUIPMENT (NOTE: 1-2 IN. SCHEDULE 40, 1-2 IN.
SCHEDULE 80 AND 2—-4 IN. SCHEDULE 40, 90 DEGREE POLYVINYL | |
CHLORIDE CONDUIT BENDS).
INSTALL 6 FT. X 30 FT. QUADRUPOLE TYPE LOGP DETECTOR ENCASED IN !4 IN. FLEXIBLE
TUBING (2-4-2). ' .
INSTALL MICROLOOP PROBE SET.
INSTALL HANDHOLE. ' _
INSTALL 1 IN. LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL
CONDUIT (DETECTOR WIRE SLEEVE).
TNSTALL 2 IN. SCHEDULE 40 RIGID POLYVINYL CHLORIDE ELECTRICAL

CONDUIT (BORED).

INSTALL 4 IN. SCHEDULE 40 RIGID POLYVINYL CHLORIDE ELECTRICAL

CONDUIT (TRENCHED).

INSTALL 4 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL

CONDUIT (BORED). ~
INSTALL 24 IN. PERMANENT PREFORMED PAVEMENT MARKING TAPE ~

Z = = o6& I o omm o

WITH ALL NECESSARY EQUIPMENT (NOTE: 1-2 IN. SCHEDULE 40, 1-2 IN.
SCHEDULE 80 AND 2-4 IN. SCHEDULE 40 90 DEGREE POLYVINYL CHLORIDE
CONDUIT BENDS).

0. INSTALL W3-3 SIGN (48 IN. X 48 IN.) ON TWQ TREATED WOOD FOSTS APPROXIMATELY
700 I'T. IN ADVANCE 0OF THE INTERSECTION OM MO 228 AND 475 FT. IN ADVANCE OF
THE INTERSECTION ON BENNSVILLE ROAD. _

(STOP LINE).
INSTALL NEMA SIZE “5” BASE MOUNTED CABINET AND MASTER CONTROLLER

CONDUTIT (TRENCHED). _AF_
O 5 TN, “SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL RIGHT-OF-WAY LINE
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